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which is so arranged that it cannot be used by the driver as an or-
dinary warning signal. Any authorized emergency vehicle may be
equipped with a siren, whistle, or bell, capable of emitting sound
audible under normal conditions from a distance of not less than
500 feet, but such siren shall not be used except when such vehicle
is operated in response to an emergency call or in the immediate
pursuit of an actual or suspected violater of the law, in which said
latter events the driver of such vehicle shall sound said siren when
necessary to warn pedestrians and drivers of the approach thereof.
(c) Every motor vehicle shall at all times be equipped with a
muffler in good working order and in constant operation to prevent
excessive or unusual noise and annoying smoke, and no person shall
use a muffler cutout, by-pass, or similar device, upon a motor vehicle
on a highway.
SECTION 35: Mirrors- -Every motor vehicle which is so con-
structed or loaded as to obstruct the driver's view to the rear thereof
from the driver's position shall be equipped with a mirror so located
as to reflect to the driver a view of the highway for a distance of at
least 200 feet to the rear of such vehicle.
SECTION 36: Windshields- -(a) No person shall drive any motor
vehicle with any sign, poster or other nontransparent material upon
the front windshield, sidewings, side or rear windows of such ve-
hicles other than a certificate or other paper required to he so dis-
played by law.
(1) The windshield on every motor vehicle shall be equipped with
a device for cleaning rain, snow or other moisture from the wind-
shield, which device shall be so constructed as to be controlled by
the driver of the vehicle.
SECTION 37: Tire      Equipment--not  operate  motor  vehicle,
trailer or semi-trailer with metal tire on roadway.- (a) Every mo-
tor vehicle, trailer or semi-trailer, hereafter operated upon the high-
ways shall be equipped with tires of sufficient size and in sufficient
number to distribute the wheel loads on the road surface so as to
avoid damage to the highway, and all such tires shall be in a safe
operating condition
(b) In the case of solid rubber tires or cushion rubber tires, the
width shall be at least sufficient so that the gross weight upon the
road surface per inch of tire width shall not exceed 300 pounds.
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